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Abstract. This paper presents an ice hydrometeor retrieval
algorithm for submillimeter-wave radiometers in support of
the upcoming PolSIR (Polarized Submillimeter Ice Cloud
Radiometer) and PMM (Precipitation Measuring Mission)
satellite missions. The algorithm employs a hybrid Bayesian
Monte Carlo Integration (BMCI) and Optimal Estimation
Method (OEM) approach, which leverages the strengths of
the BMCI method but extends the retrieval capability beyond
the limitations of the a priori database when BMCI alone
fails to identify enough database cases matching the obser-
vations. To address the highly non-Gaussian nature of the a
priori statistics, a method using cumulative distribution func-
tions (CDFs) and empirical orthogonal functions (EOFs) is
applied to enable effective implementation of the OEM al-
gorithm. With the CDFs/EOFs method, the OEM can max-
imize the posterior probability density function using the a
priori constraint that is largely consistent with that used in
the BMCI step, ensuring that the entire retrieval operates un-
der a nearly uniform prior constraint.

The algorithm is first applied to evaluate the PMM-
C2OMODO (Convective Core Observations through Mi-
crOwave Derivatives in the trOpics) radiometer using sim-
ulated observations. Retrieval accuracies for key micro-
physical parameters are presented. Also, the retrieval diag-
nostics, including the vertical resolution, Degrees of Free-
dom (DoF), and Shannon information content, are analyzed.
The algorithm is further applied to real CoSSIR (Config-
urable Scanning Submillimeter-wave Instrument/Radiome-

ter) observations during the IMPACTS (Investigation of Mi-
crophysics and Precipitation for Atlantic Coast-Threatening
Snowstorms) campaign, and the results are evaluated against
the collocated triple-frequency radar retrievals from CRS
(Cloud Radar System) and HIWRAP (High-altitude Imag-
ing Wind & Rain Airborne Profiler) observations. Multiple
ice particle habits are examined, and both layer-resolved and
column-integrated mass and size parameters are evaluated.
Both simulated experiments and real-observation retrievals
demonstrate that the hybrid BMCI-OEM method is highly
effective in reducing simulated and observed brightness tem-
perature (TB) discrepancies. With an appropriate selection
of ice cloud particle habits, the TB simulations closely re-
produce the observations. Using the logarithmic difference
as the quantitative metric, the CoSSIR-retrieved ice wa-
ter content, layer-resolved particle diameter, ice water path,
and column-averaged mean mass diameter with the hybrid
BMCI-OEM algorithm differ from triple-frequency radar re-
trievals by 3.75, 0.82, 2.53, and 0.55 dB, respectively, repre-
senting reductions of 0.21, 0.02, 0.85, and 0.13 dB relative to
BMClT-only retrievals. The hybrid Bayesian framework also
demonstrates high extensibility to other remote-sensing ob-
servations. As more information becomes available through
multi-sensor integration or the use of hyperspectral measure-
ments, the hybrid Bayesian algorithm shows increasing po-
tential to better constrain cloud microphysical properties.
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1 Introduction

Submillimeter wavelengths comprise an important spectral
regime for remotely sensing ice cloud properties (Buehler
et al., 2007, 2012; Wu et al., 2024). Compared with tra-
ditional microwave frequencies, high-frequency radiometer
channels have wavelengths comparable to ice particle dimen-
sions, which makes them more responsive to ice particle scat-
tering. Meanwhile, submillimeter waves have greater pene-
tration depth through thick ice cloud compared with visible
(VIS) or infrared (IR) bands. The submillimeter spectrum is
therefore critical for bridging the gap in cloud and precip-
itation remote sensing. High-frequency radiometry for ice-
cloud remote sensing has been validated through a series of
field campaigns using airborne radiometers including CoS-
SIR (Compact Scanning Submillimeter Imaging Radiome-
ter, later renamed the Configurable Scanning Submillimeter-
wave Instrument/Radiometer, Evans et al., 2005; Adams
et al., 2020) and ISMAR (International Submillimetre Air-
borne Radiometer, Fox et al.,, 2017) as well as several
pathfinder spaceborne missions such as IceCube and the Arc-
tic Weather Satellite (AWS). Notable suborbital campaigns
include CRYSTAL-FACE (Cirrus Regional Study of Trop-
ical Anvils and Cirrus Layers — Florida Area Cirrus Ex-
periment, Evans et al., 2005), TC4 (Tropical Composition,
Cloud and Climate Coupling, Evans et al., 2012), COSMICS
(Cold-air Outbreak and sub- Millimetre Ice Cloud Study,
Brath et al., 2018), and IMPACTS (Investigation of Mi-
crophysics and Precipitation for Atlantic Coast-Threatening
Snowstorms, McMurdie et al., 2022; Yorks et al., 2025).
Launched in 2017, IceCube was the first experimental space-
borne submillimeter radiometer operating at 883 GHz. Ice-
Cube has demonstrated its anticipated scientific value by cap-
turing a wide dynamic range of ice water path (IWP) and
showing sensitivity to ice particle size, while also validating
the space technology readiness for submillimeter radiome-
ters (Gong et al., 2021). In August 2024, the European Space
Agency (ESA) launched the pathfinder operational satellite
AWS into polar orbit, and it has been continuously col-
lecting high-quality data ever since (Eriksson et al., 2025).
In the coming years, several submillimeter-wave radiome-
ters are expected to be deployed as part of different satel-
lite missions. Key instruments include ESA’s ICI (Ice Cloud
Imager, Eriksson et al., 2020), NASA’s PolSIR (Polarized
Submillimeter Ice-cloud Radiometer), and the C20MODO
(Convective Core Observations through MicrOwave Deriva-
tives in the trOpics, Brogniez et al., 2022; Auguste and
Chaboureau, 2022) planned for the JAXA (Japan Aerospace
Exploration Agency) and NASA PMM (Precipitation Mea-
suring Mission, Iki et al., 2025). These high-frequency ra-
diometers represent major steps toward achieving global ice
cloud observations from space.

The retrieval algorithms applied in high-frequency mi-
crowave ice cloud studies are fundamentally based on Bayes’
theorem, which specifies knowledge in terms of probability
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density function (PDF) and combines prior information with
observations to constrain the state variables. Among various
algorithmic approaches, the Bayesian Monte Carlo Integra-
tion (BMCI) (Evans et al., 2002, 2005) and Neural Network
(NN) (Wang et al., 2017; Brath et al., 2018) are two represen-
tative implementations of the Bayesian framework. Among
NN-based methods, the Quantile Regression Neural Network
(QRNN) (Pfreundschuh et al., 2018; May et al., 2024; May
and Eriksson, 2025) is particularly notable for its ability to
provide estimates of retrieval uncertainty together with the
retrieval results. Both BMCI and NN algorithms depend on
a precalculated retrieval database, which consists of random
atmospheric and cloud samples distributed according to the a
priori PDF and the corresponding simulated brightness tem-
peratures (TBs). The BMCI method assigns weights to the
random samples based on the likelihood functions and inte-
grates over the posterior PDF to obtain the mean state and
the standard deviation. The NN approach uses the a priori
database as a training dataset to learn the statistical distri-
bution to predict state variables for new observations. Both
algorithms have been thoroughly evaluated using simulated
and real airborne observations, and they are planned to be op-
erationally implemented in the upcoming ICI mission (Eriks-
son et al., 2020; May et al., 2024).

The primary limitation of these database-driven methods
is the sparse coverage of the measurement space by database
cases. Theoretically, both BMCI and QRNN require ade-
quate database samples that match the input TBs within the
measurement uncertainty. In practice, however, even a large
retrieval database inevitably has regimes in the multidimen-
sional measurement space that are sparsely populated, espe-
cially when the dimensionality of the measurement vector
is high or the measurement uncertainty is small. A common
strategy to mitigate this issue is to expand the size and cov-
erage of the retrieval database. Although this approach in-
creases the likelihood of finding cases similar to the obser-
vations, the inherent measurement sparsity issue cannot be
fully eliminated, as a precalculated database cannot cover all
possible conditions. The quality and representativeness of the
database constrain the maximum achievable performance for
database-driven approaches.

Within the Bayesian framework, the Optimal Estimation
Method (OEM) provides a rigorous approach to estimate
state variables under prior constraints. Rodgers (2000) estab-
lished a comprehensive theoretical foundation for the OEM
method, and the method has since been widely applied in
many atmospheric remote sensing applications (Austin et al.,
2009; Pfreundschuh et al., 2020; Liu and Adams, 2025). Nev-
ertheless, its application to submillimeter-wave radiometry
for ice cloud retrievals presents several fundamental chal-
lenges. First, OEM assumes a Gaussian a priori PDF, but
the actual distributions of atmospheric and cloud variables
are typically strongly non-Gaussian. Second, OEM assumes
a moderately nonlinear forward model, which makes selec-
tion of the initial state of iteration important. Third, as the
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radiative transfer model involves multiple scattering calcu-
lations in clouds, no analytical method exists for the rapid
computation of the Jacobian matrix.

To leverage the strengths of the database-driven method
while retaining the ability to exceed the limitations of the
database when BMClI-alone fails, we adopt the hybrid BMCI
and OEM strategy proposed by Evans et al. (2012) and ex-
tend the method to a state-of-the-art radiative transfer model.
We present a detailed description of the retrieval algorithm
and assess it using simulated observations as well as real
observations collected during the IMPACTS field campaign.
The paper is structured as follows. Section 2 provides a de-
tailed description of the hybrid BMCI and OEM algorithm.
Section 3 applies the hybrid algorithm to the evaluation of
the C2OMODO sensor using simulated observations. Sec-
tion 4 presents retrieval examples using real CoSSIR obser-
vations collected during the IMPACTS campaign and their
validation against collocated triple-frequency radar measure-
ments. Finally, Sect. 5 summarizes the results and discusses
the strengths and limitations of the retrieval algorithm, as
well as possible directions for future improvements.

2 Hybrid BMCI-OEM retrieval algorithm
2.1 Algorithm overview

The hybrid BMCI-OEM algorithm leverages the strengths of
the BMCI method and overcomes the limitations imposed by
the TB sparsity of the a priori database. With a high-quality
retrieval database, BMCI is expected to serve as the pri-
mary method for producing retrievals under most conditions.
When BMCI fails due to an insufficient number of database
cases matching the input TB observations, OEM is applied
to maximize the posterior PDF and extend the retrieval capa-
bility beyond the constraints of the a priori database. Several
techniques are employed to address the OEM implementa-
tion challenges. As a result, the OEM step can minimize the
TB discrepancy using prior information that is largely iden-
tical to that used in the BMCI step.

Several key steps in the OEM implementation are worth
noting. First, the CDF (Cumulative Distribution Function)
and EOF (Empirical Orthogonal Function) technique pro-
posed by Evans et al. (2012) is employed to address the
OEM’s requirement for a Gaussian a priori PDF. The CDFs
capture the complete single-point statistical information of
the a priori data, and the EOFs capture the second-order
statistics characterized by the correlation matrix. Using this
approach, the highly non-Gaussian a priori PDF can be trans-
formed into a multivariate Gaussian distribution in the eigen
space. Second, OEM is initialized with the BMCI estimates,
which are typically close to the final optimal state. This
relaxes the moderate linearity requirement of the forward
model and reduces the number of iterations needed. Third,
since the radiative transfer model does not have an analytical
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format for quick Jacobian matrix computation, we use the fi-
nite difference method by perturbing the state vector in the
eigen space and computing the corresponding TB sensitivi-
ties.

2.2 Retrieval database

The retrieval database is a critical component of the hybrid
BMCI-OEM algorithm. By establishing a comprehensive re-
trieval database, the computationally efficient BMCI method
can handle most retrieval cases and produce reliable re-
trievals on its own. A high-quality retrieval database requires
that the atmospheric and cloud samples be distributed ac-
cording to prior knowledge and that the corresponding simu-
lated TB observations densely cover the possible regimes of
the measurement space.

2.2.1 A priori profiles

To support the PolSIR and PMM missions, we build a com-
prehensive retrieval database using CloudSat and CALIPSO
(Cloud-Aerosol Lidar and Infrared Pathfinder Satellite Ob-
servation) products. Compared with cloud resolving models
that rely on simplified and uncertain microphysical param-
eterizations (Kummerow et al., 2011), CloudSat-CALIPSO
products are directly constrained by complementary active
measurements and therefore provide a more observation-
grounded and globally consistent representation of cloud mi-
crophysical structure across a wide range of cloud regimes.
At the current stage of development, a balance between the
database size and computational cost is achieved by select-
ing one orbit every three days from the full year of 2007
within the tropical region (30° S—-30° N). Approximately 1.5
million all-sky atmospheric and cloud profiles are selected.
The ice water content (IWC) profiles are obtained from the
2C-ICE product, which is retrieved using synergistic Cloud-
Sat Cloud profiling Radar (CPR) and CALIPSO lidar obser-
vations and covers a large dynamic range from thin to dense
ice cloud layers (Deng et al., 2015). Since the CPR experi-
ences significant attenuation in optically thick clouds, cases
with extremely large IWP are likely underrepresented in the a
priori database. The liquid water content (LWC) profiles are
obtained from the 2B-CWC-RO product, a radar-only prod-
uct retrieved from the CPR. The thermodynamic profiles and
surface parameters are provided by the auxiliary ECMWF
dataset. The vertical resolution of the atmospheric and cloud
profiles is set to 240 m.

2.2.2 Radiative transfer model

We develop the radiative transfer model (RTM) using ARTS
(Buehler et al., 2018), which is widely recognized as one
of the most rigorous RTMs in representing multiple scat-
tering within clouds. The developed forward model includes
one ice hydrometeor type and one liquid hydrometeor type.
The scattering properties of each hydrometeor type are de-
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termined by its single scattering data (SSD) and particle
size distribution (PSD). For ice clouds, due to the diver-
sity of particle shapes in nature and the significant varia-
tions in their scattering properties, we select five represen-
tative particle shapes to approximate the natural conditions.
The chosen particle shapes (designated by LargePlateAggre-
gate, LargeBlockAggregate, LargeColumnAggregate, 6Bul-
letRosette, and EvansSnowAggregate) align with the selec-
tion in May et al. (2024). Liquid cloud particles are assumed
to be spherical. All particles are assumed to be randomly ori-
ented, and their SSDs are obtained from the ARTS scattering
dataset (Eriksson et al., 2018). A one-moment PSD scheme is
assumed for both ice and liquid clouds. The PSD scheme pro-
posed by Field et al. (2007) for a tropical regime is applied
to cloud ice, and the modified gamma distribution scheme
is used for cloud liquid. The absorbing gases include O»,
Nj, O3, and water vapor. The surface emissivity over ocean
and land is calculated using the TESSEM?2 (Tool to Estimate
Sea-Surface Emissivity from Microwave to Submillimeter
Waves, Prigent et al., 2017) and the TELSEM2 (Tool to Esti-
mate Land-Surface Emissivities at Microwave frequencies,
Aires et al., 2011), respectively. The DISORT (DIScrete-
Ordinate-method Radiative Transfer, Stamnes et al., 1988)
scattering solver is employed, and the simulations are cur-
rently limited to the first Stokes parameter. A pencil-beam
is assumed in computing the TB simulations, and instrument
parameters will be integrated later when the sensors are fi-
nalized.

The ice cloud particle size is computed as part of the ra-
diative transfer calculations. Since both ice and liquid hy-
drometeor PSD schemes are one-moment, the IWC and LWC
values from the 2C-ICE and 2B-CWC-RO products can be
directly mapped to particle size parameters at each vertical
layer. At each layer, the characteristic particle size Dpe is
defined as the mass-weighted mean of the volume equivalent
diameter Dyeq:

_ X N(Dyeg) - D
Z N(Dveq) : D\3/eq

ey

me

where Dyeq is provided by the ARTS SSD dataset, and
N (Dyeq) is the number concentration in each particle size
interval computed by the ARTS PSD scheme. Subsequently,
the column-averaged mean mass diameter Dy, for each ice
and liquid hydrometeor profile is computed as the IWC- or
LWC-weighted mean of Dpe.

2.3 BMCI algorithm

Using the precalculated retrieval database, the hybrid BMCI-
OEM algorithm first performs the BMCI retrieval. Since the
database samples are already distributed according to the a
priori PDF, the posterior PDF is determined by the likeli-
hood function, which quantifies how well the database TB
simulations match the observations relative to the measure-
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ment uncertainties:

Ppost (x| yobs) O €Xp (_1/2)(3)

X)% _ i ()’sim,j —2}’0bs,j)2 @)
j=1 %j

where ygim, j and yobs, j are the simulated and observed TB in

the jth channel, o; is the measurement noise characterized

by the noise equivalent differential temperature (NEDT), and

N is the number of radiometer channels. The retrieval result

and associated uncertainty are derived by integrating over the

posterior PDF to find the mean state and standard deviation:

Xret = in : ppost(xi | Yobs)
i

Ox = \/Z(xi — Xre)? DPpost (Xi | Yobs) 3)

The BMCI algorithm does not require the prior PDF to
follow a specific functional form. It is also computation-
ally efficient as no additional radiative transfer calculations
are needed. However, its primary limitation is the database
sparsity in the measurement space. The successful imple-
mentation of the BMCI requires that a minimum number of
database cases (25 in this study, consistent with Evans et al.,
2005) fall within a specified X‘z, threshold. Due to the finite
size of the prior database, this requirement cannot always
be satisfied, particularly when the number of sensor chan-
nels is large or the measurement noise for each channel is
small. In such cases, the BMCI algorithm theoretically fails.
One method to obtain reliable retrievals and uncertainty es-
timates is to inflate the measurement uncertainty NEDT un-
til the specified number of database cases is reached, after
which the posterior PDF is integrated, as shown in Eq. (3).
This approach weakens the observational constraint imposed
on the retrieval and is therefore not optimal. Alternatively, as
developed in this study, the OEM optimization procedure is
implemented to further maximize the posterior PDF.

2.4 OEM Algorithm

One major challenge in implementing the OEM algorithm is
that the OEM requires the a priori PDF to be Gaussian, but
the distribution of cloud variables in the retrieval database
is highly non-Gaussian. To address the mismatch, we apply
the CDF/EOF technique developed by Evans et al. (2012) to
capture the statistical characteristics of the retrieval database
and transform the a priori information into the eigen space.
The core idea of the CDF method is to map the rank of a
state variable at a given layer in the retrieval database to the
CDF of the standard normal distribution. Through the rank-
based mapping, the atmospheric variables and their Gaus-
sian representations can be mutually transformed. For the re-
trieval database, the CDFs of the state variables including
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IWC, LWC, and water vapor at each layer are computed by
sorting the parameter values and assigning ranks. To avoid
discontinuities in ranking, layers identified as clear are re-
placed with small random values below the instrument sensi-
tivity threshold. The hydrometeor parameters are represented
by their ranking. At each layer, the inverse standard normal
CDF is applied to the ranked values to transform them into
points following a Gaussian distribution. The CDF mapping
process is applied layer by layer to the profiles of IWC, LWC,
and water vapor, and the database samples are transformed
into Gaussian space. The covariance matrix Sy, between dif-
ferent layers and variables of the Gaussian-distributed points
is computed.

The EOF method is further applied to capture the correla-
tions between variables at different levels and reduce the state
vector dimensionality and computational cost. The eigenval-
ues and eigenvectors of the covariance matrix mathbf Sg, are
computed. The eigenvectors define a new set of orthogonal
coordinates, with the variability of the data along each co-
ordinate characterized by the corresponding eigenvalue. By
defining the OEM state vector in eigen space, the cost func-
tion to be minimized in the OEM is given by:

Ndim

Nchan obs. i — F G 2
JZZE%'FZ(be ][ (E)]) (4)
i=1 j=1

o

where & is the state vector, G(x) denotes the function map-
ping the state vector from the eigen space back to the cor-
responding atmospheric and cloud variables, and F(x) rep-
resents the forward model simulations. The eigenspace state
vector & consists of the corresponding eigenspace represen-
tations of the original IWC, LWC, and water vapor profiles. &
is first transformed back to Gaussian space §,, by scaling each
EOF component by the square root of the eigenvalue and
then multiplying by the corresponding eigenvectors to rotate
back to the original coordinate system. The vector §, is then
converted back to atmospheric and cloud profiles. For each
& ¢ element, its standard normal CDF value is computed and
mapped back to the corresponding geophysical parameters
by interpolating the relationship between CDF values and
cloud parameters at the same layer in the a priori database.
This procedure is applied sequentially to all elements of the
Gaussian state vector §,.

The OEM iteration starts with the BMClI-estimated results.
When an insufficient number of database cases is found, we
inflate the measurement uncertainty NEDT in a step of v/2
until reaching the required number of database cases (Evans
et al., 2005; Liu et al., 2018), after which the mean state
estimate is computed. The state vector in the eigen space
corresponding to the BMCI estimate is computed and used
as the initial guess for the OEM iteration. As no analyti-
cal method is currently available for computing Jacobians
that include multiple-scattering effects in ARTS, the Jaco-
bian matrix is computed numerically by perturbing each state
element in eigen space and computing the corresponding TB
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sensitivities. With the Jacobian matrix, the robust Levenberg-
Marquardt (LM) method is employed to iteratively update
the state vector. The iteration stops when reaching a stable
state, and the associated uncertainty estimate is computed as:

S, = (KTS;IK-FS;])_I &

where S, is the a priori covariance matrix of the state vector
&, S, is the covariance matrix of measurement error, and K is
the Jacobian matrix of F(G(&)). Other retrieval diagnostics
such as the averaging kernel matrix are produced as well.

Since Eq. (5) provides uncertainty estimates of the state
vector in eigen space rather than for the geophysical vari-
ables of interest, we apply a Cholesky decomposition of the
posterior covariance matrix to generate an ensemble of ran-
dom cases around the converged state in eigen space (Evans
et al., 2012). The ensemble members are then transformed
back to atmospheric and cloud variables, and MCI is per-
formed to compute the uncertainty estimates for the variables
of interest, including vertical profiles of ice and liquid cloud
microphysics and water vapor, as well as the corresponding
column-integrated quantities such as IWP, Dy, liquid water
path (LWP), and integrated water vapor (IWV).

3 Simulation experiment
3.1 Retrieval accuracy

In this section, we apply the hybrid BMCI-OEM algorithm
to assess the performance of the COMODO sensor in the
PMM missions using simulated observations. C2OMODO
is a satellite mission supported by the French space agency
Centre National D’Etudes Spatiales as a contribution to the
JAXA-NASA PMM mission. COMODO includes one win-
dow channel at 89 GHz, four channels at the 183.31 GHz
absorption line, and five channels at the high-frequency
325.15 GHz absorption line. The detailed channel frequen-
cies and corresponding measurement uncertainties NEDT
are summarized in Table 1. It should be noted that the listed
NEDT characterizations are used only to evaluate the algo-
rithm performance. The true values remain undetermined.
The targeted footprint size at nadir for the 89, 183, and
325 GHz channels are 10, 5, and 3 km, respectively.

In the simulation experiment, independent cloud profiles
for testing are obtained in the same way as the a priori
database but using CloudSat products from a different year.
From the full year of 2008 CloudSat data, atmospheric and
cloud profiles from one orbit every three days are first ex-
tracted, following the same procedure as for the a priori
database. From these, 30 000 all-sky atmospheric and cloud
profiles are randomly selected, approximately half of which
contain at least one ice cloud layer. The same radiative trans-
fer model used to construct the retrieval database is employed
to compute the simulated TB observations. After adding
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Table 1. Channel characteristics assumption of the C20MODO ra-
diometer. The NEDT values correspond to those used in the simu-
lation experiment. The actual values remain undetermined.

Frequency NEDT Frequency NEDT
(GHz) ) (GHz) K)
89 0.5 325.15+£10.7 1.5
183.31-10.7 0.75 325.15+£7.0 1.5
183.31-7.0 0.75 325.15+£4.9 1.5
183.31-4.9 0.75 325.15+£3.05 1.5
183.31-3.05 0.75 325.15+£0.8 1.5

Gaussian noise with a standard deviation set according to the
assumed NEDT, the simulated observations are input into the
hybrid retrieval algorithm, and the retrieved results are com-
pared with the reference values for evaluation. This simu-
lation experiment uses an idealized configuration in which
the identical forward model with the same particle habit se-
lection is applied for both simulating the observations and
performing the retrievals. The figures presented in this sec-
tion are based on the LargeBlockAggregate particle habit as-
sumption by default unless noted otherwise. We have also
evaluated the impact of inconsistent microphysics assump-
tions between the a priori database and the retrievals. How-
ever, this is not the focus of the current study and therefore
the results are not included. All results presented here as-
sume nadir-only observations: we acknowledge that both the
PoISIR and PMM-C>OMODO radiometers are cross-track
scanners, and results at off-nadir angles can be different.
Figure 1 presents the retrieval results for the C2OMODO
radiometer in the idealized simulation experiment based on
the hybrid BMCI-OEM algorithm. The top panels show the
retrieval results for IWP, LWP, IWV, and Dy, compared with
the reference, and the bottom panels display the associated
retrieval uncertainties. The C2OMODO sensor channel set
demonstrates good retrieval capability for IWP. Since no in-
consistencies in particle habit or PSD selections in the for-
ward model are included in this idealized experiment set-
ting, the median retrievals follow the diagonal line until
IWP falls below approximately 30 g m~2, where the retrieved
values start to exhibit systematic negative biases for thin
ice clouds. The black dotted lines indicate the —50 % and
4100 % accuracy bounds that are defined as the range be-
tween 0.5 -IWPyye and 2-IWPy for reference. At high
IWP values, the scatter points closely follow the diago-
nal with minimal spread, and the dispersion increases as
IWP decreases. For retrieval uncertainties, when IWP ex-
ceeds approximately 100 g m™2, most uncertainty estimates
fall within the 100 % range. For smaller IWP values, the un-
certainty estimates increase rapidly. Since C2OMODO has
an 89 GHz channel that is sensitive to both ice scattering
and liquid emission, the sensor demonstrates some capabil-
ity for retrieving liquid cloud total mass when LWP is be-
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yond 100 g m~2. The retrieved LWP values generally exhibit
a small negative bias, and the associated retrieval uncertain-
ties remain high. This is expected due to the absence of low-
frequency channels that are primarily sensitive to liquid hy-
drometeor emissions. The C2OMODO sensor also demon-
strates the capability of constraining water vapor as both 183
and 325 GHz channels are centered on water vapor absorp-
tion lines. The retrieved IWV values closely follow the true
values with little scatter throughout the entire dynamic range,
and the uncertainty estimates are generally below 5kgm™2.
For the ice cloud particle size, when the true Dy, exceeds
roughly 400 um, the median retrieval closely follows the di-
agonal. For Dy, below 400 um, the retrieved values tend to
underestimate the truth. The corresponding uncertainty es-
timates remain mostly below 100um for D, larger than
400 um, and they increase substantially for smaller ice par-
ticles.

Figure 2 compares the BMCI-only and hybrid BMCI-
OEM retrievals to investigate the benefits of the additional
OEM procedure. When the BMCI fails to find enough
database matches, the BMClI-only results are obtained by in-
flating the NEDT in a step of /2 until the required number
of cases is reached. Approximately 7 % of the all-sky testing
samples require the NEDT inflation step, and these are the
same set of samples for which the OEM procedure is applied.
The left panel compares the x )2 values for the BMCI-only and
the OEM retrievals. As the OEM iteration is initialized with
the BMCI estimate, the comparison also illustrates how the
Xyg values change before and after applying the OEM step.
The figure shows a substantial reduction in x}z, after applying
the OEM. For the BMClI-only results, many Xyz values ex-
ceed 102, and some exceed 103. After the OEM step, the Xy2

decreases significantly, with most values falling below 10!
and within the range expected from the measurement uncer-
tainty. One more point to note is that the BMCI-only fail-
ures occur over a wide range of IWP values. The middle and
right panels compare the retrieval results in terms of IWP
and Dy, in this idealized OSSE. The results indicate that the
OEM step provides moderate but consistent improvements in
accuracy relative to the BMClI-only retrievals. The improve-
ments are particularly evident for IWP values greater than
1 kgm~2 and for large particle sizes. It should be noted that
the BMCI retrieves the column-integrated IWP and Dy, di-
rectly, whereas the OEM first retrieves the vertical profiles
and then performs the vertical integration. Since these two
retrieval results are not necessarily equivalent, the improve-
ments achieved through the OEM step become particularly
noteworthy.

3.2 Retrieval diagnostics

The OEM framework also provides diagnostic parameters for
assessing the quality and reliability of the retrieval results. In
this study, we focus on three key diagnostics: vertical res-
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accuracy for IWP, and the right panel showing the retrieval accuracy for the mean mass diameter Dyy.

olution, degrees of freedom (DoF), and Shannon informa-
tion content. To make a more comprehensive analysis, even
in cases where BMCI alone can perform the retrieval, a sin-
gle OEM iteration is still executed to compute the Jacobian
matrix and associated diagnostic quantities. For the cases in
which OEM is applied, the final Jacobian matrix and associ-
ated diagnostic quantities are used in this evaluation.

To assess the vertical resolution, the averaging kernel ma-
trix is first calculated:
A= (KTS;1K+S;1) 1KTsy—lK (6)
The vertical resolution at each level is then computed as the
full width at half maximum (FWHM) of the corresponding
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row of the averaging kernel matrix. By separating the ele-
ments of the Jacobian matrix into ice cloud, liquid cloud, and
water vapor, the averaging kernel matrix and the vertical res-
olution are computed for different types separately. Figure 3
shows the median and interquartile-range (IQR) profiles of
the vertical resolution for ice, liquid, and water vapor. The
median vertical resolution of ice clouds is seen to range be-
tween 2 and 3 km, with the IQR spanning 1 to 4km. The
resolution is typically smaller at the cloud top than at the
bottom, with a median of about 2 km near the top and around
2.7km below 11 km. The results are highly consistent with
those in May et al. (2025). The C20MODO channel set also
shows sensitivity to liquid clouds, with a median vertical res-
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olution also in the 2-3 km range. For water vapor, the median
resolution is approximately 4 km under all-sky atmospheric
conditions.

From the averaging kernel matrix, the DoF is computed
to quantify the effective number of independent pieces of in-
formation provided by the observations. The DoF is com-
puted as the trace of the averaging kernel matrix in Eq. (6).
Figure 4 shows the scatter plot of the DoF as a function of
IWP and IWV. The DoF generally increases with both IWP
and IWV. When the ice cloud is absent or very thin (IWP <
10~2kgm~2), DoF <4 typically occurs in conditions that
are dry (IWV < 40 kg m™2). DoF values between 4 and 5 are
more common when IWV ranges between 40 and 55 kg m~2,
while DoF > 5 are frequent when IWV exceeds 55kgm™2.
These low IWP values correspond to the “clear-sky” retrieval
capability for the water vapor profile. Specifically, using the
assumed C2OMODO channel set, 4-6 DoFs for water va-
por can be independently retrieved, consistent with the over-
all SAPHIR (Sondeur Atmosphérique du Profil d’Humidité
Intertropicale par Radiométrie) water vapor retrieval capa-
bility on which the C2OMODO instrument is based (Mathur
etal., 2013). The DoF is mostly 5-6 when a relatively thin ice
cloud is present (1072kgm~2 <IWP < 10~ kgm~2) and
increases to 6—7 for thicker ice clouds where the sensor fre-
quencies are particularly sensitive (IWP between 2 x 107!
and 3kgm~2). The larger DoF observed when an ice cloud
is substantial corresponds to the sensor’s ability to retrieve
information about the vertical distribution of ice cloud mass
and particle size, while the capability to resolve the vertical
distribution of water vapor is lost, as indicated by the flat-
tening of the gradient on the ordinate. The DoF decreases to
about 4-5 at the highest IWP values, indicating information
saturation when the ice cloud becomes too thick.

The Shannon information content measures the reduction
of uncertainty in the retrieved state compared to the prior
PDF and quantifies how much information the observations
contribute beyond the prior knowledge. The Shannon infor-
mation content is computed as:

H =1/2log,

8.8, ’ %

where S, and S, denote the covariance matrices of the a pri-
ori and posterior PDFs of the state vector, respectively. The
value H is expressed in bits, where n bits indicate that the
measurements reduce the state uncertainty by a factor of 2".
As the information from different channels is partially redun-
dant, the sum of per-channel information is not equal to the
total information content when all channels are combined.
To quantify the contribution of each channel, we compute
the incremental information content by starting with a single
channel and adding channels one at a time until all channels
are included. The sequence begins with the 183.31-10.7 GHz
channel, followed by the remaining 183 GHz channels, then
the 325 GHz channels, and finally the 89 GHz channel. Fig-
ure 5 presents the incremental Shannon information content
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for IWP, LWP, and IWYV, respectively. For IWP, the informa-
tion content generally increases with increasing IWP but de-
creases at the high end. Starting from around 20 gm~2, the
information content rises at an approximately constant rate
up to about 1 kg m~2, beyond which the rate of growth slows.
The combined 183 GHz channels provide approximately 5
bits of information at an IWP of 100 g m~2 and reach a max-
imum of about 10 bits at an IWP of approximately 3 kg m—2.
Adding a single 325 GHz wing band (325 £ 10.7 GHz) pro-
vides approximately 1 bit of information even when IWP is
extremely small, and the five 325 GHz channels contribute
roughly 4 bits of information for higher IWP. The addition of
channel 9 (325 4= 0.8 GHz) produces the largest incremental
increase in information content among the 325 GHz chan-
nels. This result suggests that a channel closer to the water
vapor absorption line at 325 GHz may better sense cloud-top
information or more effectively distinguish between cloud
and water vapor signals near the cloud top. The 89 GHz chan-
nel contributes noticeably only at the high end of the IWP
range, probably because of its unique role in separating lig-
uid from ice hydrometeors as precipitation often occurs in
this IWP range.

For LWP, channels 1 to 3 show some sensitivity to lig-
uid cloud, but channels 4 to 9 contribute very little infor-
mation due to strong attenuation by water vapor and over-
lying ice clouds. The 89 GHz channel produces the largest
increase in information content for liquid clouds. For IWYV,
the 183 GHz channels exhibit clear sensitivity, with each ad-
ditional subchannel producing a noticeable increase in in-
formation content across the entire IWV range. Among the
325 GHz channels, only channel 9, which is closest to the wa-
ter vapor absorption line, exhibits evident sensitivity, while
the other channels contribute very little. The 89 GHz chan-
nel is situated in an atmospheric window but is influenced
by the water-vapor continuum, and it is observed to provide
substantial information for IWV. This Shannon information
content analysis demonstrates the scientific merit of the new
325 GHz submillimeter bands and also highlights the impor-
tance of including traditional high-frequency channels (89
and 183 GHz) to achieve high-quality all-sky retrievals of ice
and liquid hydrometeors as well as water vapor.

4 Field campaign retrieval validation

In this section, we apply the hybrid BMCI-OEM algorithm
to real observations collected during the IMPACTS field
campaign to further evaluate the retrieval performance. IM-
PACTS is a NASA-sponsored field campaign to study win-
tertime snowstorms associated with East Coast cyclones. The
campaign flew a complementary suite of remote sensing and
in-situ instruments during the boreal winters of 2020-2023
to collect measurements essential for snow process studies.
CoSSIR has been upgraded with new front-end receivers,
configurable scanning patterns, and dual-polarization capa-
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that are derived from an idealized simulation experiment.

bility across all channels, thereby increasing its flexibility for
simulating a variety of spaceborne submillimeter radiome-
ters, including PolSIR and PMM-C?>OMODO. The newly
upgraded CoSSIR was first deployed aboard the ER-2 air-
craft during the final phase of the IMPACTS campaign in
the 2022-2023 winter and operated in a hybrid conical and
along-track scanning mode. This was also the first time CoS-
SIR flew over mid- and high-latitude winter weather con-
ditions. The CoSSIR instrument includes four subchannels
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Table 2. Channel characteristics of the CoSSIR radiometer during
the IMPACTS field campaign.

Frequency NEDT Frequency NEDT
(GHz) X) (GHz) X)
170.5 02 32515+115 1.5
177.31 0.2 325.15+£34 1.5
180.31 0.2 325.15+£0.9 1.5
182.31 0.2 684.0 1.0

near 183 GHz, three subchannels near 325 GHz, and one
channel at 684 GHz, all of which are dual-polarized. The
detailed characteristics of channel frequency and NEDT are
listed in Table 2. CoSSIR has an approximately 4.3° beam
width, resulting in a surface footprint of about 1.5 km at nadir
and approximately 2.5 x 4.2km at 53° off-nadir when the
ER-2 aircraft cruises at an altitude of 20km. On the same
ER?2 aircraft platform, the W-band CRS (Cloud Radar Sys-
tem, McLinden et al., 2021) and the dual-frequency Ka/Ku-
band HIWRAP (High-altitude Imaging Wind & Rain Air-
borne Profiler, Li et al., 2015) radars were also deployed. The
sensitivities of the W-, Ka-, and Ku-band radar channels are
—30, 1.5, and 7.8 dBZ, respectively. The collocated triple-
frequency radar observations provide detailed cloud struc-
ture and a reliable reference for validating the hybrid BMCI-
OEM algorithm’s performance from CoSSIR observations.

4.1 CoSSIR retrieval settings
A major difference from the retrieval implementation in

Sect. 3 is the update of the a priori database. Since the re-
trieval database prepared for PolSIR and PMM-C2OMODO

Atmos. Meas. Tech., 19, 6661-6679, 2026
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Figure 5. The Shannon information content of CZOMODO radiometer for ice water path IWP), liquid water path (LWP), and integrated
water vapor (IWV). The incremental information content is computed by starting with a single channel and adding channels one at a time
until all channels are included. The sequence begins with the 183.31-10.7 GHz channel, followed by the remaining 183 GHz channels, then

the 325 GHz channels, and finally the 89 GHz channel.

in Sect. 2.2 is specific to the tropical region, we develop
a separate a priori database for the IMPACTS field cam-
paign. The construction of the new database follows the same
procedure described in Sect. 2.2, but it uses different sub-
sets of CloudSat products. All CloudSat datasets from win-
ter 2006-2019 are examined, and profiles with IWP greater
than 10 gm™—2 are selected when they fall within a selected
latitude-longitude box over the East Coast of the United
States that covers the IMPACTS region. The same radiative
transfer model and same selection of the ice cloud particle
habits described in Sect. 2.2.2 are applied. With this new a
priori database, the hybrid BMCI and OEM algorithm is ap-
plied to the real CoSSIR observations to produce retrieval
results. Only the nadir TB observations are used to enable a
direct comparison with retrievals from the collocated triple-
frequency radar observations, with the latter serving as the
reference. The atmospheric profiles and surface parameters
required for the radiative transfer calculations are obtained
from the Weather Research and Forecasting (WRF) model
outputs supporting the IMPACTS field campaign.

Atmos. Meas. Tech., 19, 6661-6679, 2026

4.2 Triple-frequency radar retrieval settings

One advantage of the hybrid BMCI-OEM algorithm is its
great extendibility to other types of remote sensing observa-
tions. By updating the forward model to include a radar sim-
ulator and replacing the TB observations with radar reflec-
tivity profiles in the measurement vector, the hybrid BMCI-
OEM algorithm is directly adapted for triple-frequency radar
retrievals. The same ARTS forward model used for TB sim-
ulations is upgraded to include the ARTS built-in single-
scattering radar solver for simulating radar reflectivities at
different bands.

The triple-frequency radar observation profiles are inter-
polated to the same 240 m vertical resolution as the a priori
database. Since only ice clouds are of interest in this study,
we only focus on layers where at least one of the triple-
frequency radar reflectivities exceeds its minimum detection
limitation and the temperature, according to the WRF tem-
perature profile, is below 273 K. The range bins below the
melting layer are excluded. The state vector is defined as the
IWC in these layers, and the measurement vector consists of
the triple-frequency radar observations in these layers that
are above their respective detection thresholds. To obtain the
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initial profile for the OEM iteration, we build a pre-calculated
database containing random IWC samples and their corre-
sponding triple-frequency radar reflectivity simulations. In
each layer, the IWC is determined by selecting the database
sample whose simulated reflectivities best match the triple-
frequency observations. The initial profile is then generated
using an onion-peeling approach that performs the database-
matching process from the top downward, with the retrieved
attenuation at each step used to correct the measured reflec-
tivity of the next layer (Liu and Mace, 2022; Liu et al., 2022).
During the radar OEM retrieval, the same CDF/EOF method
and identical a priori constraints as those used in the CoSSIR
retrievals in Sect. 4.1 are applied. The IWC and Dy, profiles
retrieved from the triple-frequency radar are then integrated
to obtain the column-integrated IWP and Dy, for the valida-
tion of the CoSSIR retrieval results.

4.3 Retrieval example

In this subsection, we select one representative cloud scene
and present detailed retrieval results from CoSSIR obser-
vations using the BMClI-only and hybrid BMCI-OEM ap-
proaches, along with retrievals from the triple-frequency
radar observations for a comprehensive comparison. The se-
lected cloud scene occurs between 16:52 and 17:02 UTC on
15 January 2023. This flight leg takes place during the trop-
ical transition phase of an extra tropical storm, resulting in a
particularly complex hydrometeor vertical distribution. Fig-
ures 6-9 show the results obtained using the LargeBlockAg-
gregate ice particle habit for both the radiometer and radar
retrievals.

Figure 6 shows the CoSSIR TB observations in blue for
different channels, while the orange and green lines show the
TB simulations using retrievals from the BMCI and OEM,
respectively. Again, the BMCl-only results are obtained by
incrementally inflating the measurement uncertainty until the
required minimum of 25 database cases are identified. The
OEM iteration is initialized using the BMCI estimates, and
these two lines evaluate the effectiveness of the OEM in re-
ducing TB discrepancies. It is evident that the TB agreement
improves significantly after applying the OEM step. Using
the BMClI-only results, the simulations reproduce the ob-
servations of some channels reasonably well, but substantial
negative biases remain, especially when the TBs have deep
depressions around 16:57 UTC when the aircraft flew above
thick clouds. Among the 183 GHz channels, the 182.31 GHz
channel shows the largest discrepancy, with agreement im-
proving as the channel moves away from the water vapor
absorption line. A similar pattern is seen for the 325 GHz
channels, where the 0.9 GHz channel exhibits the largest
mismatch, and the £ 11.5 GHz channel shows the best agree-
ment. This trend is likely due to the greater sensitivity of
channels closer to the center of the water vapor absorption
line to ice clouds near the cloud top. The BMCI retrievals,
however, exhibit numerous artificial ice clouds near the cloud
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top that should not be present, as will be discussed in Fig. 8.
After applying the OEM, all channels except 325 + 0.9 GHz
show substantial improvement, with simulations closely re-
producing the TB observations. Considering that the radia-
tive transfer model has many simplifications and assump-
tions, achieving such good agreement for both clear-sky and
thick-cloud scenes is impressive. The results also suggest that
the BMCI-only approach may overestimate the overall cloud
ice mass due to the consistent cold biases in the simulated
TBs relative to the observations.

The left-column panels in Fig. 7 show the collocated
W-, Ka-, and Ku-band radar reflectivity profiles, respec-
tively, while the right-column panels show the radar reflec-
tivity residuals defined as reflectivity simulations minus ob-
servations for the W-, Ka, and Ku-band retrievals. Over-
all, the simulated radar reflectivity profiles reproduce the
observations reasonably well, with most differences falling
within + 4 dB. The W-band results show some negative bi-
ases within the frontal band. These biases are expected partly
due to the saturation of the W-band in very thick ice clouds,
and partly as a compensation effect to minimize the cost
function. For Ku band, biases are positive near echo top and
become negative and largest above the melting band. As ex-
plained above, we do not perform LWC retrievals below the
273 K isotherm, nor do we aim to validate the algorithm for
LWP retrievals, primarily due to the limitations of ARTS and
other existing RTMs in accurately modeling radiative trans-
fer within the melting layer.

Figure 8 shows the IWC and IWP retrievals from CoS-
SIR observations using the BMCI-only algorithm (left col-
umn) and hybrid BMCI-OEM algorithm (middle column),
compared with the reference retrievals from triple-frequency
radar observations (right column). Each column shows the
retrieved IWC profiles at 240m vertical resolution (top),
the corresponding IWC uncertainties (middle), and the IWP
and associated uncertainty estimate (bottom). Compared to
the radar retrievals that provide more detailed and smoothly
varying cloud profiles, the radiometer retrievals generally
capture the overall cloud structure, but finer internal details
cannot be fully reproduced due to the limited information
content in the TB observations. As the DoF shown in Fig. 4
mostly ranges from 4 to 7, the radiometer observations have
limited capability to constrain the vertical profiles, and a
large portion of the constraints comes from the a priori infor-
mation. For the BMCI-only retrievals, the most notable fea-
ture is the vertical extension beyond the expected cloud lay-
ers at both the cloud top and bottom. The internal cloud struc-
ture is also poorly characterized. Both sides of this flight leg
(16:52-16:54 and 17:00-17:01 UTC) contain almost no ice
mass, but the BMCI-only algorithm indicates the presence of
ice clouds. The OEM optimization shows the ability to mod-
erately remove spurious cloud layers and to better highlight
the internal structure. Although the OEM retrievals still show
clouds on both sides of the curtain, these clouds are assigned
to the correct altitudes with much thinner geometric thick-
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Figure 6. The blue lines show the CoSSIR brightness temperature (TB) observations for a representative cloud scene occurred on 15 January
2023 during the IMPACTS field campaign. The orange and green lines show the TB simulations computed from the BMCI-only and OEM
retrieval results.

CRS W-band Observations W-band Difference
15.0 20 15.0
N 4 5
,E 12.5 10 % ,E 12.5 %
A , =
10.0 10.0
X " o 2 X .é’
z S e 75 o >
[=) -105 © ]
S O T 5.0
() o o > -2 9
T -20% T 0
2 2.5 [}
=L, -l B Ly 4 -4
0.0 -30 0.0
16:52 16:53 16:54 16:55 16:56 16:57 16:58 16:59 17:00 17:01 16:52 16:53 16:54 16:55 16:56 16:57 16:58 16:59 17:00 17:01
UTC Time UTC Time
150 HIWRAP Ka-band Observations 3 150 Ka-band Difference
— . =
— 125 25 E — 125 Q
§ S E , 2
X 205 X004 =
- ——
€ 15> e 75 0 E
2 T 250 3]
[} 109 o > 20
T = T 55 @
5 g ’ —40C
0. 0.0
16:52 16:53 16:54 16:55 16:56 16:57 16:58 16:59 17:00 17:01 16:52 16:53 16:54 16:55 16:56 16:57 16:58 16:59 17:00 17:01
UTC Time UTC Time
150 HIWRAP Ku-band Observations " 150 Ku-band Difference
— . =
— 125 E —. 125 Q
IS s T IS b 5 3
< 10.0 30‘; < 10.0 >
2 75 § 2 75 0 g
° 205 2 o
? 5.0 9 2 5.0 23
2.5 k] 2.5 9]
0.0 : : e 0.0 e
16:52 16:53 16:54 16:55 16:56 16:57 16:58 16:59 17:00 17:01 16:52 16:53 16:54 16:55 16:56 16:57 16:58 16:59 17:00 17:01
UTC Time UTC Time

Figure 7. The left-column panels show the collocated W-, Ka-, and Ku-band radar reflectivity profiles corresponding to the same scene as the
CoSSIR observations in Fig. 6. The right-column panels present the radar reflectivity residuals that are defined as the simulated reflectivity
minus the observations after applying the triple-frequency radar retrieval algorithm.

ness, making them more physically consistent with the radar OEM method correctly retrieves the anvil cloud layer height
reference for the anvil clouds. The uncertainty estimates from on both sides, while the BMCI-only method does not. For the
both algorithms show a similar pattern, with the cloud cores IWP retrievals shown in the bottom panels, the major IWP

becoming more tightly constrained and the cloud top and bot- changes after applying OEM occur around 16:57 UTC, co-
tom layers containing larger errors. Again, the hybrid BMCI- inciding with the largest TB depressions. While the BMCI-
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only retrievals show better agreement with the radar results
during this period than the BMCI-OEM method, a more thor-
ough comparison using a larger set of retrieval cases will be
presented in Sect. 4.4. The radiometer-retrieved IWP and the
radar retrievals show a similar trend, but notable differences
are observed for the thick ice clouds in this selected retrieval
example. For the radar retrievals, the uncertainty estimates
for both IWC and IWP are small, reflecting the rich infor-
mation content in the triple-frequency radar observations in
constraining IWC.

Figure 9 shows the retrieval results for ice cloud particle
size, and they are presented in the same format as Fig. 8. As
the calculation of D depends highly on the IWC due to
the one-moment PSD assumption, the resulting particle size
retrievals are similar to the IWC results in Fig. 8. The ra-
diometer retrieval results generally follow the radar-derived
results, but they do not reproduce the detailed features in the
D profiles. For the mean mass diameter Dy, shown in the
bottom panels, the retrieved values reach up to approximately
750 um and are capped at this value. The limitation comes
from both the maximum particle size in the SSD dataset and
the specific PSD selected for the retrievals. Compared with
the BMCI-only results, the OEM retrievals partially improve
the positive biases on both sides of this cloud curtain. These
large ice particles with very small IWC values are highly un-
likely to exist in nature. In the future, we plan to develop cus-
tomized criteria to filter out such spurious clouds or imple-
ment a cloud-flagging algorithm upfront to prevent such oc-
currences. One thing to note is that the BMCI-only retrievals
are computed by directly applying BMCI to the Dy, in the
retrieval database, while the OEM retrievals are obtained by
first computing the particle size Dy, profiles and then per-
forming the IWC-weighted calculations. For the radar re-
trievals, the detailed inner structure is well resolved, and the
uncertainty estimates are small for both Dy, profiles and the
column-averaged Dy, parameter.

4.4 Retrieval Statistics

In this subsection, we include additional CoSSIR observa-
tions and a broader set of ice cloud particle habits to pro-
vide a more comprehensive assessment of the radiometer re-
trievals relative to the collocated triple-frequency radar re-
trievals. Four deep cloud scenes on 15 January 2023 are se-
lected, and five particle habits described in Sect. 2.2.2 are
applied.

The top row of panels of Fig. 10 shows the W-band CRS
observations for the four selected cloud scenes observed on
15 January 2023. These observations were collected between
roughly 16:00 and 18:30 UTC. The second row of panels
shows the Xy2 values for the BMClI-only retrievals, and the

third row shows the Xyz. values after applying the OEM. Re-
sults for all five different ice cloud habits are presented. The
results further highlight the merits of OEM in reducing the
TB discrepancies. For the BMClI-only retrievals, most xyz.

https://doi.org/10.5194/amt-19-6661-2026
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values fall within the range of 10°~10%, except in the higher
reflectivity cores of the clouds where the Xy2 values often

exceed 10°. The results differ by particle habits, with the
LargeColumnAggregate and EvansSnowAggregate habits in
general showing higher Xy2 values than the other three habit
assumptions. The improvements after applying the OEM are
substantial. In general, the Xyz values decrease by one to two
orders of magnitude and fall below or close to the expected
values due to the measurement uncertainties, given that X‘z,
follows a chi-squared distribution with a mean of M and a
standard deviation of ~/2M , where M is the number of chan-
nels. Even in the dense ice cloud regions where the BMCI-
only xy2 values are extremely large, the OEM step reduces
them to very small values. For the LargeColumnAggregate
and EvansSnowAggregate, the X)Z, values do not reduce to
comparable low levels, indicating the critical role of particle
habit selection in determining retrieval performance.

Figure 11 compares the overall performance of CoS-
SIR and triple-frequency radar retrievals, with the first two
columns showing layer-level parameters (IWC and Dp,e) and
the third and fourth columns showing column-integrated pa-
rameters (IWP and mean mass diameter Dy,), respectively.
The BMClI-only and BMCI-OEM retrievals derived from
CoSSIR are both evaluated against the corresponding triple-
frequency radar retrievals. The fifth column shows the me-
dian absolute logarithmic error (MedALE) for each variable
as a quantitative metric of retrieval accuracy. MedALE is de-

fined as:
lOloglo (xcossir > D (8)
Xradar

where Xcossir and Xpadar denote the retrievals from the CoS-
SIR and triple-frequency radar observations, respectively.
MedALE is expressed in units of dB. Each row presents the
results obtained using a different particle habit selection. It is
seen that the retrieval performance varies with particle habit
selection. Among the five selected particle habits, the Large-
PlateAggregate, LargeBlockAggregate and 6BulletRosette
exhibit better constrained retrievals, while the LargeColum-
nAggregate and EvansSnowAggregate show poorer perfor-
mance. Compared with the BMCI-only approach, the BMCI-
OEM retrievals provide moderate improvements for all four
ice cloud variables. For the IWC retrievals shown in the
first column, the OEM step moderately reduces the posi-
tive biases present in the BMClI-only results and reduces
the spread of the scatter. The IWC values retrieved from ra-
diometer observations generally follow the radar results, par-
ticularly for clouds with large IWC. This indicates that the
TB observations are sensitive to layer-resolved ice cloud mi-
crophysics. However, as the information content in the TB
observations is limited, the radiometer retrievals still show
a spread of nearly one order of magnitude relative to the
radar results. The MedALE for IWC ranges from 3.36dB
for the 6BulletRosette to 6.12dB for the LargeColumnAg-
gregate habit when applying the hybrid BMCI-OEM algo-

MedALE = median (
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Figure 8. Ice water content (IWC) and ice water path (IWP) retrievals from CoSSIR observations using the BMCl-only algorithm (left
column) and BMCI-OEM algorithm (middle column), with retrievals from the triple-frequency radar observations shown in the right column
as the reference. Within each column, the retrieved IWC profiles, the corresponding IWC uncertainties in percentage, and the IWP along

with its uncertainty estimate are presented, respectively.
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Figure 9. Same as Fig. 8, but showing the vertical profiles of particle size Dye and the corresponding column-averaged mean mass diame-

ter Dp.

rithm. For the Dy, profile retrievals, the BMCI results are
widely scattered. The OEM method reduces the divergence,
but the retrieved particle sizes show persistent overestimation
for Dpe < 700 um relative to the triple-frequency radar re-
trievals. For the IWP retrievals shown in the third column, the
OEM tends to consistently improve the biases, and the scat-
tered samples are generally better aligned with the diagonal.
The MedALE for IWP shows evident decrease after imple-
menting OEM. For the LargePlateAggregate, LargeBlock-
Aggregate, and 6BulletRosette habits, MedALE decreases
from the 3—4 dB range to the 2-3 dB range. Improvements
in D, retrievals are also apparent, as the OEM partially mit-
igates the BMCI-only bias of overestimating low values and
underestimating high values.

Atmos. Meas. Tech., 19, 6661-6679, 2026

Finally, since the LargePlateAggregate, LargeBlockAg-
gregate, and 6BulletRosette habits reproduce the TB ob-
servations well (Fig. 10), we average their MedALE val-
ues to quantify the retrieval accuracy. After applying the
hybrid BMCI-OEM algorithm, the differences between the
CoSSIR-retrieved IWC, Dy, IWP, and Dy, and the triple-
frequency radar retrievals are 3.75, 0.82, 2.53, and 0.55dB,
respectively. The improvements of the hybrid BMCI-OEM
algorithm over the BMCI-only approach are 0.21, 0.02, 0.85,
and 0.13 dB for these four variables.
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Figure 10. The top row shows the W-band CRS observations for four selected cloud scenes observed on 15 January 2023. The second row
of panels shows the xyz values for the BMCl-only retrievals, and the third row presents the x}% values after applying the OEM. Results for

five different ice cloud habits are presented.

5 Summary and conclusions

This paper presents the hybrid BMCI-OEM retrieval algo-
rithm that we developed for the submillimeter-wave radiome-
ter in support of the PolSIR and PMM missions. The primary
retrieval products are IWP and mean mass diameter Dy,, but
the algorithm can also retrieve the vertical profile of ice and
liquid cloud microphysical quantities and water vapor. The
Bayesian algorithm employs a hybrid strategy that combines
the advantage of BMCI and OEM. With a comprehensive a
priori database, the computationally efficient BMCI method
can handle most retrieval cases. For cases where the BMCI
fails due to insufficient database cases matching the TB ob-
servations, the additional OEM approach is applied to further
maximize the posterior PDF and extend the retrieval capabil-
ity beyond the limitations of the a priori database. With the
CDF/EOF technique, the largely identical a priori constraints
used in the BMCI step can be applied in the OEM step, even
though the original a priori PDF in the retrieval database is
highly non-Gaussian. The entire retrieval process therefore
operates under reasonably consistent a priori constraints.
The hybrid BMCI-OEM algorithm is first applied to the
evaluation of the C2OMODO radiometer using simulated ob-
servations. Retrieval results for IWP, LWP, IWV, and Dy, are
presented, and diagnostic analyses are performed based on
the method provided by the OEM framework. Besides the

https://doi.org/10.5194/amt-19-6661-2026

column-integrated variables that are expected to become op-
erational products for the PolSIR and PMM missions, we
also explore potential vertical profiling capability using the
averaging kernel matrix. The results indicate that the median
vertical resolution achievable for ice cloud profiling is ap-
proximately 2.5 km. The DoF exhibits a positive dependence
on IWP and IWYV, and it typically ranges from 5 to 7 when
the IWP exceeds 10 gm~2. The information content analysis
indicates that higher IWP values correspond to higher infor-
mation content. The 325 GHz channels contribute approxi-
mately 4 bits of additional information for IWP in the pres-
ence of the 183 GHz channels. Although the 89 GHz channel
shows little benefit for IWP retrievals, it provides substantial
information for the LWP and IWV retrievals.

The BMCI-only and hybrid BMCI-OEM algorithms are
then applied to real CoSSIR observations collected during
the IMPACTS campaign to further evaluate its performance.
The ice cloud parameters retrieved from CoSSIR observa-
tions are compared against triple-frequency radar retrievals
obtained from collocated observations from the CRS and
HIWRAP instruments, both of which are mounted on the
same aircraft platform as CoSSIR. By upgrading the mea-
surement vector and forward model, the hybrid BMCI-OEM
algorithm is directly applied to the triple-frequency radar
retrievals, highlighting the great extendibility of the hybrid
Bayesian framework to other remote sensing measurements.

Atmos. Meas. Tech., 19, 6661-6679, 2026
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Figure 11. The scatterplots of the layer-level parameters including ice water content (IWC) and particle size in the first two columns, and the
vertically integrated parameters including ice water path (IWP) and mean mass diameter (D) in the third and fourth columns. The BMCI-
only and BMCI-OEM retrieval results from radiometer are compared with the triple-frequency radar retrievals. The fifth column shows the
median absolute logarithmic error for each variable as a quantitative metric of retrieval accuracy. Each row corresponds to a different assumed
ice cloud particle habit.

The triple-frequency radar retrievals represent our best un-
derstanding of cloud profiles. Although we built a compre-
hensive database using all available CloudSat profiles within
a latitude-longitude domain, the BMCI-only results still ex-
hibit significant TB discrepancies, especially when TB is sig-
nificantly depressed by dense ice clouds. The OEM method

Atmos. Meas. Tech., 19, 6661-6679, 2026

is demonstrated to significantly improve the TB agreements,
with simulations for almost all channels closely following
the observations when certain particle habits are used. The
simulation performance is sensitive to the selection of par-
ticle habit, as some particle habits fail to reproduce the ob-
served TB. Compared to the triple-frequency radar retrievals,

https://doi.org/10.5194/amt-19-6661-2026
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the vertical extent of the BMCl-retrieved profiles tends to ex-
ceed the expected cloud layers at both cloud top and bottom,
and the internal cloud structure is poorly resolved. The OEM
method shows the ability to moderately remove spurious
cloud layers and better highlight the cloud core. Statistical
analysis indicates that the OEM provides moderate improve-
ments over BMCI-only retrievals for both layer-resolved mi-
crophysical parameters and column-integrated variables. The
OEM shows the advantage of reducing positive biases in the
BMClI-only results and reducing errors. Also, the IWCs re-
trieved from radiometer observations generally follow the
radar retrieved values, indicating the sensitivity of TB ob-
servations to layer-level ice cloud microphysics. However,
the limited information in TB leads to retrievals varying by
nearly an order of magnitude around the radar results. Us-
ing MedALE as the evaluation metric, the CoSSIR-retrieved
IWC, Dpe, IWP, and Dy, differ from the radar retrievals by
3.75, 0.82, 2.53, and 0.55 dB, respectively, when applying
the hybrid BMCI-OEM method. Compared with the BMCI-
only retrievals, the errors are reduced by 0.21, 0.02, 0.85, and
0.13 dB for these four variables.

Several limitations of the current study should be noted.
First, the radiative transfer model adopts a pencil-beam ap-
proximation and does not consider beamwidth or footprint
size. As the scanning angle increases, the footprint size ex-
pands, and beam-filling effects become increasingly impor-
tant. As a result, the pencil-beam assumption becomes less
appropriate at larger scanning angles and may introduce sys-
tematic errors into the retrieval results. Second, this study
assumes that the particles are completely randomly oriented
and considers only the first Stokes component /. Since the
target sensors provide polarization observations, the random-
orientation assumption is insufficient for simulating polar-
ized observations at off-nadir viewing angles. Even for the
first Stokes component /, the random-orientation assumption
may introduce errors when ice cloud particles exhibit prefer-
ential horizontal alignment. Third, the OEM currently relies
on perturbation methods to calculate the Jacobian, which is
computationally expensive. Alternative approaches for more
efficient Jacobian calculations are therefore being investi-
gated. Future work will focus on addressing these limitations
to better support the upcoming instrument missions.

In summary, compared to the BMClI-only algorithm, the
additional OEM procedure significantly reduces TB discrep-
ancies while keeping the a priori information largely con-
sistent with that used in the BMCI step. Despite the signif-
icant improvements in TB agreements, enhancements in the
retrieval accuracy of ice cloud microphysical quantities are
moderate due to the limited information content in the TB ob-
servations. The posterior PDFs of the OEM retrievals are still
largely constrained by the a priori information. The hybrid
Bayesian framework also demonstrates its great extendibil-
ity to other remote sensing observations. As more informa-
tion becomes available through techniques such as multi-
sensor integration or hyperspectral measurements, the hybrid

https://doi.org/10.5194/amt-19-6661-2026

6677

Bayesian algorithmic framework shows increasing potential
to better constrain cloud microphysics.
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