	Instrument
	Measured parameters
	DL/Range
	Accuracy
	Flow rate (Lmin-1)

	SiemensQFM2160
	temperature
	[bookmark: OLE_LINK200][bookmark: OLE_LINK201]0–50 ºC or -35–35 ºC
	±0.8 ºC
	NAa

	
	relative humidity
	0–100%
	±3%
	NA

	Siemens QBM66.201
	differential pressure
	0–100 Pa
	±3 Pa
	NA

	EPP2000CXR-50 Concave Grating spectrometer
	light spectrum
	280–900 nm
	NA
	NA

	Thermo Scientific Model 48i
	CO
	0.04 ppm
	±0.1 ppm
	0.5

	[bookmark: OLE_LINK50][bookmark: OLE_LINK51]Thermo Scientific Model 43i
	SO2
	0.05 ppb
	0.2 ppb or ±1%b
	0.5

	Ecotech 9810
	O3
	0.5 ppb
	[bookmark: OLE_LINK35][bookmark: OLE_LINK36]0.5 ppb or ±0.5%b
	0.5

	[bookmark: OLE_LINK39][bookmark: OLE_LINK40]Ecotech 9841T
	NO/NO2/NOx
	50 ppt
	100 ppt or ±0.5%b
	0.64

	Ecotech 9842
	NOx/NH3
	0.5 ppb
	[bookmark: OLE_LINK48][bookmark: OLE_LINK49]±0.5%
	0.355

	GC-MSD/FID/ECD
	VOCs
	<10 ppt
	±5%
	NA

	PTR-TOF-MS
	VOCs
	0.1–5000 ppb
	±(5–30)%
	0.5

	DNPH-LC-MS
	carbonyls
	0.05–0.15 μg m-3
	±3%
	NA

	SMPS (TSI 3081DMA and 3775 CPC)
	particle number
	1–107cm-3
	±10%c
	0.3

	
	particle size
	10–1000nm
	±(3–3.5)%
	

	HR-TOF-AMS
	particle composition
	NA
	NA
	1.0

	Metrohm, 883 Basic IC plus
	anions and cations
	0.01–0.05 μg m-3
	±3%
	NA


a NA= not applicable. 
b Whichever is greater. 
c For total number concentration. 




Revised Table 1.
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Revised Fig. 3
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Revised Fig. 7
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