
Table S1. Selected Physical Properties of the Working Fluids: The table shows the diffusion coefficients, dipole moments and dielectric
constants of the used working fluids.

Working Fluid Diffusion Coefficient [cm2/s] Dipole Moment [µ · 1030/Cm] Dielectric Constant []

N-Butanol 0.0920 1 5.8 3 17.51 3

Diethylene Glycol 0.0849 1 7.0 3 31.69 (20 ◦C) 3

Water 0.380 2 6.2 3 78.36 3

1 Iida et al. (2009), Aerosol Sci. Tech.,43:1
2 National Center for Biotechnology Information. PubChem Database. Water, CID=962, accessed on 18.11.2019
3 C. Reichardt and T. Welton (2010), Solvents and Solvent Effects in Organic Chemistry, Wiley VCH
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Table S2. Temperatures of the Tube Furnace: The table displays the minimum and maximum temperatures of the tube furnace that have been
set in order to generate particles with mobility diameters between 1 and 25 nm.

Seed Material Tmin [K] Tmax [K]

NaCl 793.15 873.15
Ag 1073.15 1193.15
(NH4)2SO4 463.15 513.15
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Figure S1. Comparison between nano DMA and UDMA Measurements: The Figure shows the 50 % cut-off diameters for negatively charged
Ag and NaCl seeds measured with the TSI 3776* and the TSI 3777. The spherical markers refer to data obtained by using the a nano DMA
as described in Section 2. The triangles represent data measured with an UDMA setup (s. Brilke et al., 2020).

3



2 4 6 8 10
0.0

0.2

0.4

0.6

0.8

1.0

1.2
Co

un
tin

g 
Ef

fic
ie

nc
y 

[]
a)

C15H24OxC15H24Ox

2 4 6 8 10
0.0

0.2

0.4

0.6

0.8

1.0

1.2
b)

(NH4)2SO4(NH4)2SO4

2 4 6 8 10
Mobility Diameter [nm]

0.0

0.2

0.4

0.6

0.8

1.0

1.2

Co
un

tin
g 

Ef
fic

ie
nc

y 
[]

c)

Ag

TSI 3776 (butanol) TSI 3777 (DEG) TSI 3789 (water)TSI 3776 (butanol) TSI 3777 (DEG) TSI 3789 (water)

2 4 6 8 10
Mobility Diameter [nm]

0.0

0.2

0.4

0.6

0.8

1.0

1.2
d)

NaClNaCl

Figure S2. Detection Efficiencies and Seed Particle Material: The Figure shows the detection efficiencies based on different working fluids
as a function of the electrical mobility equivalent diameter. Different colors correspond to different particle counters and every plot is related
to a different seed particle material: BCY (Panel a), ammonium sulfate (Panel b), silver (Panel c) and sodium chloride (Panel d).
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Figure S3. Detection Efficiencies of the TSI 3789: The Figure shows the detection efficiencies for different seed particle materials as a
function of the electrical mobility equivalent diameter. Different colors correspond to different seed particles.

5



100 101

Mobility Diameter [nm]

0.0

0.2

0.4

0.6

0.8

1.0

1.2

Co
un

tin
g 

Ef
fic

ie
nc

y 
[]

a)

100 101

Mobility Diameter [nm]

b)

C15H24Ox (NH4)2SO4 NaClC15H24Ox (NH4)2SO4 NaCl

100 101

Mobility Diameter [nm]

c)

Figure S4. Corrected Detection Efficiencies: The Figure shows detection efficiency data of the TSI 3789 for BCYOx seeds (Panel a),
(NH4)2SO4 seeds (Panel b) and NaCl seeds (Panel c), that have been corrected for diffusional losses.

6



0 6 12 18 24 30 36
r

0

TSI 3776

<4nm <6nm

0 6 12 18 24 30 36
r

0

TSI 3776 tuned

<2nm <4nm <6nm

0 6 12 18 24

z/r

r

0

TSI 3772

<6nm

1.00

1.45

1.90

2.35

2.80

3.25

3.70

4.15

4.60

S

a)

b)

c)

Figure S5. Supersaturation Profiles of Three CPCs: The Figure shows the supersaturation profiles of the TSI 3776 (Panel a), the tuned TSI
3776 (Panel b) and the TSI 3772 (Panel c). The abscissa corresponds to the axial distance on the centerline of the condenser and the ordinate
depicts the radial distance. The colors correspond to different saturation ratios.
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Figure S6. Saturation Ratio in the Condensers: The Figure shows the centerline saturation ratio as a function of the axial distance for the TSI
3776 (Panel a), the tuned TSI 3776 (Panel a) and the TSI 3772 (Panel b).
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